
11'-2" (~
 10'-5" ID

)

5'-8" (~ 4'-11" ID)

3'-8 1/2"

3'-8 1/2"

7'-5"

12" x 4' TRENCH SUMP

(2) 6' UNISTRUTS IN BASE,
(4) 6' UNISTRUTS IN LID

(2) INT/EXT GROUNDING LUGS IN BASE AND LID
(4) TOTAL

(4) 4T LIFTERS IN BASE AND LID
(2) PULLING IRONS NEAR EA END OF BASE

(8) 18" x 24" KNOCKOUTS IN LID AND BASE
(16) TOTAL

NOTES:
1. DRAWING NOT TO SCALE
2. LID ACCESS HATCH NOT SHOWN IN FULL DETAIL

2.1. MULTIPLE DIFFERENT HATCHES AND OPENING
TYPES AVAILALBE. INQUIRE FOR OTHER OPTIONS

3. WEIGHTS ARE APPROXIMATE
4. INSIDE HEIGHT OF SHOWN CONFIGURATION IS ~ 6'-3"
5. LID AND BASE SLAB THICKNESSES ARE BOTH 7" THK

TRAVIS 23 HATCH SHOWN (~ 33"x66" ACCESS), REF NOTE 2 & 2.1

1 1/2" JOINT PROTRUSION TYP

5106-23 ELECT. LID: ~ 9,960 LBS

5106 ELECT. BASE: ~ 11,100 LBS
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