
NOTES:
1. DRAWING NOT TO SCALE
2. LID ACCESS HATCH NOT SHOWN IN FULL DETAIL

2.1. MULTIPLE DIFFERENT HATCHES AND OPENING
TYPES AVAILABLE. INQUIRE FOR OTHER OPTIONS.

3. WEIGHTS ARE APPROXIMATE
4. INSIDE HEIGHT OF SHOWN CONFIGURATION IS ~ 7'-11"

4.1. DIFFERENT DUCT CONFIGURATIONS AVAILABLE.
INQUIRE FOR OTHER OPTIONS.

5. LID AND BASE SLAB THICKNESSES ARE BOTH 8" THK
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814-33 LID:
~ 15,280 LBS

814 x 3' DUCT:
~ 9,130 LBS

814 x 4' DUCT:
~ 11,670 LBS

814 BASE:
~ 16,650 LBS

(4) LIFTERS PER PRODUCT
(4) UNISTRUTS PER DUCT

(1) INTERNAL GROUNDS EA DUCT SHORT WALL
(1) INTERNAL/EXTERNAL GROUND EA DUCT LONG WALL
(2) INTERNAL GROUNDS IN BASE INSIDE LONG SIDE

(2) 18" x 18" KNOCKOUT PANS
EA WALL

(2) PULLING IRONS
NEAR EA END OF BASE

5' TRENCH SUMP4"
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